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(q) For energy recovery units with a heat
input capacity of 100 MMBtu per hour or
greater that do not use a carbon monoxide
continuous emission monitoring system, you
must install, operate and maintain the con-
tinuous oxygen monitoring system according
to the procedures in paragraphs (q)(1)
through (4) of this section by the compliance
date specified in table 1 of this subpart. The
oxygen level shall be monitored at the outlet
of the energy recovery unit.

(1) Each monitor must be installed, oper-
ated, and maintained according to the appli-
cable procedures under performance speci-
fication 3 of appendix B of this part, the
quality assurance procedure 1 of appendix F
of this part, the procedures under §60.13 and
according to the site-specific monitoring
plan developed according to paragraph (1) of
this section.

(2) During each relative accuracy test run
of the continuous emission monitoring sys-
tem required by performance specification 3
of appendix B of this part, oxygen data must
be collected concurrently (or within a 30- to
60-minute period) by both the continuous
emission monitor and the test methods spec-
ified in paragraphs (w)(3) of this section.

(3) For oxygen, EPA Reference Method 3A
or 3B, or as an alternative ANSIVASME PTC
19.10-1981 (incorporated by reference, see
§60.17), as applicable, must be used.

(4) You must calculate and record a 30-day
rolling average oxygen concentration using
Equation 19-19 in section 12.4.1 of EPA Ref-
erence Method 19 of Appendix A-7 of this
part. The 1-hour arithmetic averages must
be calculated using the data points required
under §60.13(e)(2

§60.2735 Is there a minimum amount
of monitoring data I must obtain?

(a) Except for monitoring malfunc-
tions, associated repairs, and required
quality assurance or quality control
activities (including, as applicable,
calibration checks and required zero
and span adjustments of the moni-
toring system), you must conduct all
monitoring at all times the CISWI unit
is operating.

(b) Do not use data recorded during
monitoring malfunctions, associated
repairs, and required quality assurance
or quality control activities for meet-
ing the requirements of this subpart,
including data averages and calcula-
tions. You must use all the data col-
lected during all other periods in as-
sessing compliance with the operating
limits.

EFFECTIVE DATE NOTE: At 76 FR 15480, Mar.
21, 2011, §60.2735 was revised, effective May
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20, 2011. At 76 FR 28661, May 18, 2011, the
amendment was delayed indefinitely. For
the convenience of the user, the revised text
is set forth as follows:

§60.2735 Is there a minimum amount of
monitoring data I must obtain?

For each continuous monitoring system re-
quired or optionally allowed under §60.2730,
you must monitor and collect data according
to this section:

(a) You must operate the monitoring sys-
tem and collect data at all required intervals
at all times compliance is required except
for periods of monitoring system malfunc-
tions or out-of-control periods, repairs asso-
ciated with monitoring system malfunctions
or out-of-control periods (as specified in
§60.2770(0) of this part), and required moni-
toring system quality assurance or quality
control activities including, as applicable,
calibration checks and required zero and
span adjustments. A monitoring system mal-
function is any sudden, infrequent, not rea-
sonably preventable failure of the moni-
toring system to provide valid data. Moni-
toring system failures that are caused in
part by poor maintenance or careless oper-
ation are not malfunctions. You are required
to effect monitoring system repairs in re-
sponse to monitoring system malfunctions
or out-of-control periods and to return the
monitoring system to operation as expedi-
tiously as practicable.

(b) You may not use data recorded during
the monitoring system malfunctions, repairs
associated with monitoring system malfunc-
tions or out-of control periods, or required
monitoring system quality assurance or con-
trol activities in calculations used to report
emissions or operating levels. You must use
all the data collected during all other peri-
ods in assessing the operation of the control
device and associated control system.

(c) Except for periods of monitoring system
malfunctions or out-of-control periods, re-
pairs associated with monitoring system
malfunctions or out-of-control periods, and
required monitoring system quality assur-
ance or quality control activities including,
as applicable, calibration checks and re-
quired zero and span adjustments, failure to
collect required data is a deviation of the
monitoring requirements.

MODEL RULE—RECORDKEEPING AND
REPORTING

§60.2740 What records must I keep?

You must maintain the 13 items (as
applicable) as specified in paragraphs
(a) through (m) of this section for a pe-
riod of at least b years:

(a) Calendar date of each record.
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(b) Records of the data described in
paragraphs (b)(1) through (6) of this
section:

(1) The CISWI unit charge dates,
times, weights, and hourly charge
rates.

(2) Liquor flow rate to the wet scrub-
ber inlet every 15 minutes of operation,
as applicable.

(3) Pressure drop across the wet
scrubber system every 15 minutes of
operation or amperage to the wet
scrubber every 15 minutes of operation,
as applicable.

(4) Liquor pH as introduced to the
wet scrubber every 15 minutes of oper-
ation, as applicable.

(6) For affected CISWI units that es-
tablish operating limits for controls
other than wet scrubbers under
§60.2680, you must maintain data col-
lected for all operating parameters
used to determine compliance with the
operating limits.

(6) If a fabric filter is used to comply
with the emission limitations, you
must record the date, time, and dura-
tion of each alarm and the time correc-
tive action was initiated and com-
pleted, and a brief description of the
cause of the alarm and the corrective
action taken. You must also record the
percent of operating time during each
6-month period that the alarm sounds,
calculated as specified in §60.2675(c).

(c) Identification of calendar dates
and times for which monitoring sys-
tems used to monitor operating limits
were inoperative, inactive, malfunc-
tioning, or out of control (except for
downtime associated with zero and
span and other routine calibration
checks). Identify the operating param-
eters not measured, the duration, rea-
sons for not obtaining the data, and a
description of corrective actions taken.

(d) Identification of calendar dates,
times, and durations of malfunctions,
and a description of the malfunction
and the corrective action taken.

(e) Identification of calendar dates
and times for which data show a devi-
ation from the operating limits in
table 3 of this subpart or a deviation
from other operating limits established
under §60.2680 with a description of the
deviations, reasons for such deviations,
and a description of corrective actions
taken.

§60.2740

(f) The results of the initial, annual,
and any subsequent performance tests
conducted to determine compliance
with the emission limits and/or to es-
tablish operating limits, as applicable.
Retain a copy of the complete test re-
port including calculations.

(g) Records showing the names of
CISWI unit operators who have com-
pleted review of the information in
§60.2660(a) as required by §60.2660(b), in-
cluding the date of the initial review
and all subsequent annual reviews.

(h) Records showing the names of the
CISWI operators who have completed
the operator training requirements
under §60.2635, met the criteria for
qualification under §60.2645, and main-
tained or renewed their qualification
under §60.2650 or §60.2655. Records must
include documentation of training, the
dates of the initial and refresher train-
ing, and the dates of their qualification
and all subsequent renewals of such
qualifications.

(i) For each qualified operator, the
phone and/or pager number at which
they can be reached during operating
hours.

(j) Records of calibration of any mon-
itoring devices as required under
§60.2730.

(k) Equipment vendor specifications
and related operation and maintenance
requirements for the incinerator, emis-
sion controls, and monitoring equip-
ment.

(1) The
§60.2660(a).

(m) On a daily basis, keep a log of the
quantity of waste burned and the types
of waste burned (always required).

EFFECTIVE DATE NOTE: At 76 FR 15480, Mar.
21, 2011, §60.2740 was amended by revising the
introductory text; revising paragraphs (b)(5)
and (e); removing and reserving paragraphs
(c) and (d); adding paragraphs (n) through
(v), effective May 20, 2011. At 76 FR 28661,
May 18, 2011, the amendment was delayed in-
definitely. For the convenience of the user,
the added and revised text is set forth as fol-
lows:

information listed in

§60.2740 What records must I keep?

You must maintain the items (as applica-
ble) as specified in paragraphs (a), (b), and (e)
through (v) of this section for a period of at
least 5 years:

* * * * *
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(b) * k% %

(5) For affected CISWI units that establish
operating limits for controls other than wet
scrubbers under §60.2675(d) through (f) or
§60.2680, you must maintain data collected
for all operating parameters used to deter-
mine compliance with the operating limits.

* * * * *

(c) [Reserved]

(d) [Reserved]

(e) Identification of calendar dates and
times for which data show a deviation from
the operating limits in table 3 of this subpart
or a deviation from other operating limits
established under §60.2675(d) through (f) or
§60.2680 with a description of the deviations,
reasons for such deviations, and a descrip-
tion of corrective actions taken.

* * * * *

(n) Maintain records of the annual air pol-
lution control device inspections that are re-
quired for each CISWI unit subject to the
emissions limits in table 2 of this subpart or
tables 6 through 9 of this subpart, any re-
quired maintenance and any repairs not
completed within 10 days of an inspection or
the timeframe established by the state regu-
latory agency.

(o) For continuously monitored pollutants
or parameters, you must document and keep
a record of the following parameters meas-
ured using continuous monitoring systems.

(1) All 6-minute average levels of opacity.

(2) All 1-hour average concentrations of
sulfur dioxide emissions.

(3) All 1-hour average concentrations of ni-
trogen oxides emissions.

(4) All 1-hour average concentrations of
carbon monoxide emissions.

(5) All 1-hour average concentrations of
particulate matter emissions.

(6) All 1-hour average concentrations of
mercury emissions.

(7) All 1-hour average concentrations of hy-
drogen chloride emissions.

(p) Records indicating use of the bypass
stack, including dates, times and durations.

(q) If you choose to stack test less fre-
quently than annually, consistent with
§60.2720(a) through (c), you must keep annual
records that document that your emissions
in the previous stack test(s) were less than
75 percent of the applicable emission limit
and document that there was no change in
source operations including fuel composition
and operation of air pollution control equip-
ment that would cause emissions of the rel-
evant pollutant to increase within the past
year.

(r) Records of the occurrence and duration
of each malfunction of operation (i.e., proc-
ess equipment) or the air pollution control
and monitoring equipment.
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(s) Records of all required maintenance
performed on the air pollution control and
monitoring equipment.

(t) Records of actions taken during periods
of malfunction to minimize emissions in ac-
cordance with §60.11(d), including corrective
actions to restore malfunctioning process
and air pollution control and monitoring
equipment to its normal or usual manner of
operation.

(u) For operating units that burn materials
other than traditional fuels as defined in
§241.2, a description of each material burned,
and a record which documents how each ma-
terial that is not a traditional fuel meets
each of the legitimacy criteria in §241.3(d). If
you combust a material that has been proc-
essed from a discarded non-hazardous sec-
ondary material pursuant to §241.3(b)(4), you
must keep records as to how the operations
that produced the material satisfy the defi-
nition of processing in §241.2. If the material
received a non-waste determination pursuant
to the petition process submitted under
§241.3(c), you must keep a copy of the non-
waste determination granted by EPA.

(v) For operating units that burn tires, a
certification that the shipments of tires that
are non-waste per 40 CFR 241.3(b)(2)(i), are
part of an established tire collection pro-
gram, consistent with the definition of that
term in §241.2. The certification must docu-
ment that the tires were not discarded and
are handled as valuable commodities in ac-
cordance with §241.3(b)(2)(i), from the point
of removal from the automobile through ar-
rival at the combustion facility. The certifi-
cation must identify the entity the tires
were received from (for example, the name of
the state or private collection program), the
quantity, volume, or weight of tires received
by you, and the dates received. The certifi-
cation must be signed by the owner or oper-
ator of the combustion unit, or by a respon-
sible official of the established tire collec-
tion program, and must include the fol-
lowing certification of compliance, ‘‘The
tires from this tire collection program meet
the EPA definition of an established tire col-
lection program in §241” and state the title
or position of the person signing the certifi-
cation. You must also keep a record that
identifies where on your plant site the tires
from each tire collection program are lo-
cated, and that accounts for all tires at the
plant site.

§60.2745 Where and in what format
must I keep my records?

All records must be available onsite
in either paper copy or computer-read-
able format that can be printed upon
request, unless an alternative format is
approved by the Administrator.
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